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PRECAUTIONS:

Please make sure to read this page carefully prior to setting up and operating the 3D Printer.

No need to switch the power voltage as we use universal AC input/full range power supply.

The 3D Printer is very sensitive to static electricity, so please make sure you contact a grounded object
before operating the machine.

Before repairing or making any alterations to the 3D Printer, it is essential that the machine is turned off
and the power cord is unplugged.

The 3D Printer operates at very high temperature; allow the nozzle, the extruded plastic and heating plate
to cool before touching.

Some plastic filaments may give off a little odor when heated. Because of this, the machine should always
operate in a well-ventilated area.

Do not wear gloves when operating or repairing, as entanglement may occur and cause injury.

Do not leave the machine unattended when in operation.
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1 What's Included in the Box?

Along with your 3D printer, the box also contains the following:

In the two long boxes on the top of the package, you’ll find:
 Power cord x 1pc,
 USB A to B cable x 1pc,
 Sensor Line x 1pc,
 Filament guide tube x 2 pcs.
 Filament spool holder x 2 pcs.

An accessory box on the top of the 3D Printer:
 Dual extruder heads x 1pc,
 4G SD card x 1 pc,
 Bolt, hex wrench and screws kit x 1 bag.

2 Un-boxing

The 3D Printer was carefully packaged at manufacturing facility. Please follow the unboxing steps laid out below.



First, put the box on the floor in a clean and flat surface. Remove the top EPE foam piece and put the two long boxes
aside. You will find 1x power cord, 1x USB A to B cable, 2x filament guide tubes, and 2x spool holders in these two
long boxes.

CAUTION

Handle the package and its contents with extra care; do not use any unnecessary force.

Do not remove the thin yellow film from the heating plate. It is heat resistant tape that improves the
adhesion of the extruded plastic to the plate.

Do not remove the wrapping around the nozzle. It consists of a ceramic fiber fabric and heat resistant
tape that helps to keep the nozzle at a constant temperature.
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